
RUBBER INTERNAL SEAL CONCRETE
PIPE

RUBBER EXTERNAL
BACKFILL SEAL

FIXING BOLTS
SEATING FLANGE

FLOCON CONCONECT
OR SIMILAR

APPROVED ADAPTOR

300mm MIN.

60
0m

m 
MI

N.

POSITIVE 1 IN
100 FALL (MIN).

100Ø OR 150Ø uPVC
PIPE TO SUIT

REFER DETAIL A

REINFORCED
CONCRETE
PIPE

uPVC PIPE
APPROVED
SAND BACKFILL

TEE TO BE APPROVED
BY MILDURA RURAL
CITY COUNCIL
REPRESENTATIVE.

300x300 CLASS 'B' GRATED PIT IN
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DETAIL A
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THE EXTERNAL FACE

OF LARGER PIPE

2 No. C-BAR N12

N12 BARS

25MPa CONCRETE

150

200

A

A B

B

SECTION B-B SECTION A-A

STORMWATER CONNECTION
TO MAIN DRAIN

GENERAL NOTES:
1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS

NOTED OTHERWISE
2. FOR CONNECTING TO PIPES 300 - 2100 DIA
3. CONNECTING PIPE TO BE A MAX 1/3 DIA OF MAIN

PIPE OTHERWISE A JUNCTION PIT IS REQUIRED.

uPVC CONNECTION
N.T.S.

RCP CONNECTION
N.T.S.

Mildura Rural City Council
108 - 116 Madden Avenue Mildura, Vic. 3500

Ph:  (03) 5018 8100
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