
JOINT SLEEVE OR APPROPRIATE
BEND AS REQUIRED

90Ø PVC HOUSE DRAIN

B2 KERB & CHANNEL

MODIFIED BALRANALD / SM2 KERB & CHANNEL

FULL FACE KERB ADAPTOR OUTLET TO BE
NOT MORE THAN 5mm ABOVE THE KERB AND

CHANNEL INVERT.

EXISTING KERB - CORE HOLE TO SUIT STORMWATER PIPE AND
MAKE GOOD AS REQUIRED.

        NEW KERB - PROVIDE R&S GRATING RECYCLED KERB
ADAPTOR OR SIMILAR APPROVED TO SUIT.

PROVIDE R&S GRATING RECYCLED KERB
ADAPTOR OR SIMILAR APPROVED TO SUIT.

CONNECTION OF 90Ø HOUSE DRAIN
TO B2 KERB PROFILE

1:20

CONNECTION OF 90Ø HOUSE DRAIN
TO SM2 KERB PROFILE

1:20

90Ø PVC HOUSE DRAIN

PROVIDE MINIMUM CLASS 'C'
BIKESAFE GRATED PIT LID TO SUIT.

450 x 450 TRAFFICABLE PRECAST PIT
OR SIMILAR APPROVED. MIN 400 DEEP.

90Ø PVC HOUSE DRAIN

EXISTING LANEWAY SURFACE

CONNECTION OF 90Ø HOUSE DRAIN
TO LANEWAY

1:20

MIN 100 COMPACTED CRUSHED ROCK BASE

MIN 90Ø HOLE IN BASE OF PIT

JOINT SLEEVE OR APPROPRIATE
BEND AS REQUIRED

HOUSE DRAIN CONNECTIONS
TO KERB & LANEWAY

GENERAL NOTES
· HOUSE DRAINS SHOULD HAVE POSITIVE FALL TO OUTLET.
· ANY OTHER ALTERNATIVES MUST BE APPROVED BY COUNCIL.
· MEASUREMENTS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

Mildura Rural City Council
108 - 116 Madden Avenue Mildura, Vic. 3500

Ph:  (03) 5018 8100
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