
DISCHARGE
PIT

MAX 100mm GAP
BELOW FENCE

uPVC RISING MAIN

150mm THICK REINFORCED
CONCRETE SLAB TO SECURE

CABINET. 300mm LARGER THAN
CABINET FOOTPRINT

CONCRETE THRUST BLOCK

FENCE TO BE A MIN 1.2m HIGH AND
MEET PLANNING REQUIREMENTS
FOR STYLE AND COLOUR

LOCKABLE, WEATHERPROOF
ELECTRICAL CABINET TO SUIT

LOCKABLE PIT LID DIVIDED 23 / 13 HINGED
FOR ACCESS. (HINGE ON OPP SIDE TO
PUMP) WITH SAFETY PROP WHEN LID
OPENS

SAKURAGAWA SUBMERSIBLE SLUDGE PUMP OR SIMILAR
APPROVED. (SHOULD BE UNDER WATER AT ALL TIMES)

PUMP WELL
BASE MIN 1200Ø100mm CONCRETE PAD TO SUPPORT PUMP

MIN WATER LEVEL
MULTITRODE PROBE

GALVANISED CHAIN
ATTACHED TO PUMP
HEAVY DUTY RUBBER PIPE
FROM ELBOW TO PUMP

MIN. 300Ø PIPE

MAX. 1:6 BATTER

NON RETURN VALVE

MIN 5m

S/STEEL PIPEWORK FROM THRUST BLOCK
UP TO & INCLUDING ELBOW

MIN. 300mm
FREEBOARDMIN 2m

400mm

MIN 200mm
COVER

150mm
MIN. 400mm

VARIES

100mm SILT TRAP

MAX DESIGN WATER LEVEL

FENCE

MIN 5m

MAX 100mm GAP
BELOW FENCE

HEAVY DUTY GATIC
PIT LID

JUNCTION PIT
MIN 1050Ø

APPROVED GALVANISED
LITTER TRAP

MIN 800mm SILT TRAP

MIN PIT SIZE
900Ø

MAX. 1:6 BATTER

MIN PIT SIZE
900Ø

GRATED PIT WITH 1m WIDE REINFORCED
CONCRETE APRON. GRADING 50mm TOWARDS PIT.

MIN 800mm SILT TRAP

NO LIP. TYP.

INVERT GRADE 1:75
MIN

INVERT GRADE 1:75
MIN

LOW FLOW PIPE
(MIN 300Ø PIPE)

APPROVED GALVANISED
LITTER TRAP

INDICATIVE BASIN SHOWN - TO BE DESIGNED
BY SUITABLY QUALIFIED DESIGNER

Mildura Rural City Council
108 - 116 Madden Avenue Mildura, Vic. 3500

Ph:  (03) 5018 8100

DRAINAGE BASIN AND PUMPING SYSTEM
SECTION AND DETAILS

SHEET: A3 SCALE: NTS

DETAIL A DETAIL B

DETAIL A
N.T.S.

TYPICAL SECTION
N.T.S.

NOTE: REFER TO DRAWING
MSD-150 FOR LAYOUT

DETAIL B
N.T.S.
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