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76.1x3.2mm CHS PIPE
COLOURBOND CUSTOM
ORB 0.62mm THICK

CAP WITH COVER
CHANNEL

50x50x3
SHS

COLOURBOND
CUSTOM ORB

50x50x3 SHS

76.1x3.2mm CHS
50x50x3 SHS

SEAT50x50x3 SHS
FULL STRENGTH

BUTT WELD TO
UPRIGHTS TYP. ROOF LINE

SLAB FOOTING

COLOURBOND CUSTOM
ORB 0.62mm THICK.

76.1x3.2 CHS
SUPPORT COLUMN.

SELECTED
COLOURBOND

CUSTOM ORB SIDE
PANEL TO BE

RIVETED TO FRAME.

50x50x3 SHS

76.1x3.2mm CHS

50x50x3.0 SHS CAP WITH
COVER CHANNEL.

50x50x3
SHS

SIDE PANEL
1495x815

50x50x3 SHS
5° ROOF PITCH

76.1x3.2mm CHS
200mm x 40mm AUSPLAZTIK GREEN RECYCLED

PLASTIC SLATS (OR APPROVED EQUIVALENT) LAID
OVER FRAMEWORK AND BOLTED TO IT. SEAT

BOLTS TO BE TRIMMED AND NUTS TO HAVE A DAB
OF WELD APPLIED TO PREVENT THEIR REMOVAL.

℄
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℄ ℄

℄
PROVIDE FLASHING

ALONG FRONT EDGE
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175

50x50x3
SHS

76.1x3.2 CHS

FULL STRENGTH BUTT
WELD TO UPRIGHTS. TYP.

50x50x3
SHS

50x25
RHS

200mm x 40mm AUSPLAZTIK
GREEN RECYCLED PLASTIC SLAT
(OR APPROVED EQUIVALENT),
BOLTED TO STEEL BRACKETS.

50x50x3 SHS

300

150

1
1

Fall

150

1400 1100

Fall Fall

150 THICK SLAB
SL72 MESH TOP 50 COVER

f'c=25MPa TYP

300mm DEEP x 300mm WIDE EDGE
THICKENING WITH 3-L11 TM BOTTOM

SEE ENLARGEMENT

200 x 200 x 12 BASE PLATE
WELDED TO COLUMN

STRUCTURAL
NON-SHRINK GROUT

NUT ON BOTH SIDES TO
ALLOW FOR ADJUSTMENT.
(IF REQUIRED)
GROUT WHEN PLUMB.

2 - M16 CHEMSET INJECTION
ANCHORS (800 SERIES), 125mm
EMBEDMENT, 140mm MIN SPACING

SL72 MESH TOP

50mm BEDDING SAND TYP.
3-L11TM

FRONT ELEVATION SIDE ELEVATION

PLAN VIEW
1:40

ISOMETRIC VIEW
NTS

ENLARGEMENT
NTS

FOOTING DETAIL
NTS

SEAT SECTION
1:20

SECTION A-A
NTS

GENERAL NOTES

1. ALL WELDS TO BE FULL STRENGTH BUTT WELDS OR 6mm CIRCULAR FILLET
WELDS, EXCEPT WHERE NOTED.

2. ALL BOLTS TO BE GALVANISED OR CADMIUM PLATED.
3. NON COLOURBOND TO BE PAINTED (2 COATS).
4. ALL STEELWORK IS TO BE PRIMED WITH A COAT OF ZINC PHOSPHATE.
5. THE FINISH OF THE SHELTER FRAME SHALL BE SPRAY PAINTED WITH TWO

COATS OF ACRYLIC SPRAY PAINT, WITH THE FINISHING COAT MATCHING THE
COLOURBOND SHEETS.

6. THE COLOURBOND SHOULD ALL BE "PALE EUCALYPT" IN COLOUR.
7. IF RECYCLED RUBBER SLATS ARE USED A CENTRAL SUPPORT IS REQUIRED

ON THE SEAT.

STANDARD SPORTING SHELTER - RELOCATABLE
TYPE STEEL-FRAMED & AND COLOURBOND CLAD

Mildura Rural City Council
108 - 116 Madden Avenue Mildura, Vic. 3500

Ph:  (03) 5018 8100
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